
Name of Calling Party (1097) 

BA - Caller-ID Deluxe 

BS - Caller ID Deluxe 

NX - Call ID Deluxe 

Name of Calling Party is a terminating user feature that allows the subscriber to receive the name associated ulth the 
calling number pnor to answenng the call. 

Name of Calling Party, or Calling party NAMe (CNAM) is an incremental feature functionality that adds calling name 
information to the existing "Calling Directory Number Delivery - via ICLID service also descnbed in the ONA Services 
User Guide. 

When CNAM is assigned to the subscriber's h e ,  the name associated with the calling number. along ulth the directory 
number of the calling party, the time of the call and the date are sent to, and displayed on, the called party's customer 
prenuses equipment (CPE) during the first long silent interval of the ringing cycle (between the first and second nngs). If 
the calling party is outside the area in which the service works, the called party's CPE will receive an "0" which in most 
cases is displayed as "Out of Area" (actual display is the function of the CPE used) 

CNS 

CNS 

CNS 

I Generic Name of ONA Service 1 Product Name 

Switch Type 1A ESS 

Earliest Generic Release IAElO 

I Name of Calling Party 

5ESS DMS-100 

5E8 BCS36 

I AM - Caller ID With Name I CNS 

FEATURE OPERATION: 

The customer must contact the telephone company to have the CNAM service activated Once the translation changes 
have been made to the customer's line and the customer has installed the appropnate CPE, the name associated ulth the 
calling number, the calling number, and the date and time of call is automatically transmitted to the customer's CPE 

TECHNOLOGICAL AND FEATURE INTERACTION CONSIDERATIONS 

2 All Technological and Feature Interaction Considerations applicable to Calling Directory Number Delivery - via 
ICLID also apply to CNAM Refer to those considerations in the Services Descriptions section of this User Guide. 

A maximum of 15 characters is allowed for transmission of the calling party Directory Name 

If the incoming call originates from a customer provided or Telephone Company Public Telephone or a Telephone 
Company provided Semi-Public Telephone, the name information provided will always be "Pay Phone I' 

3 

4 

UPDATED 7/3 1/03 
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5. If the incoming call originates from a multi-line hunt group, the name and number transmitted will always be the 
main listed directory name and number of the hunt group, unless, facilities permitong, the lines are Telephone 
Number identified within the group 

If the incoming call originates from a caller who subscribes to "Distinctive Ringing - Terminating Screening" 
(described in the Services Descriptlons section of this User Guide), the name and number transmitted will always be 
the main directory listing information rather than the "Distinctive Ringing - Terminating Screening" service listed 
name and number. 

6 

7 If thc inconung call is from a caller served by a PBX, only the main listed name and number of the PBX wlll be 
transmitted and available for display 

Calling pany infomation is not available on Operator handled calls 8 

9 References: 

0 

0 

GR-1519. CCSNIS Supporting GR-1188 Calling Name Delivery, Issue 1, October 1994 
(Component of FR-905) 
GR-I I88 LSSGR. CLASSSM Feature: Calling Name Delivery Genenc Requirements (FSD 01- 
02-1070), (A Module of LSSGR, FR-M), Issue 1, June 2000 (replaces TR-NWT-001 I88 Issue 
1 & Bulletins 1 & 2), Issue 2 -December 2000 

CLASS IS a sewice mark of Teleordia Technologre. Inc (formerly Bellcore) 
UPDATED 7/31/03 
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Reverse Billing On Circuit Switched Access 

* 
Reverse Billing On Circuit Switched Access (1083) 

BS - Uniform Access Number BSE 

Reverse Billing provides the ESP’s client with the ability to make calls to the ESP without the ESP’s client being billed 
for charges associated with the calls (e.g., message units, measured service charges, intraLATA toll), which might 
othemse apply 

Switch Type 1A ESS 5ESS 

Earliest Generic Release lAE8A 5E2(2) 

I Generic Name of ONA Service I Product Name I BSEorCNS I 

DMS-100 

BCS17 

FEATURE OPERATION 

The reverse billing feature provides the end user the ability to access the local Enhanced Service Provider (ESP) 
telephone number without incurring local message units or intraLATA toll The Reverse Billing service is applicable to 
all calls terminating to an ESP’s service provided the NPANXX for the ESP exists within the dial plan area. 

TECHNOLOGICAL AND FEATURE INTERACTION CONSIDERATIONS: 

2. For a voice grade line circuit switched application, reverse billing is a function of the billing systems The 
technology to provide reverse billing is dependent on two systems - the central office where the call origmates must 
have recording capability, and the billing systems must be able to process the billing information and reverse the 
billing to the terminating telephone number In order to make the billing systems’ tasks less complex, a unique 
NXX must be assigned for the reverse billing telephone numbers. The unique NXX indicates to the billing system 
that calls placed to numbers in this NXX must be treated differently than normal calls. The switching equipment in 
each LATA must have the capability to code convert all seven or ten digits of the unique NXX to facilitate 
completion of the call to the ESP 

3 References not applicable 

This service is associated with the Circuit Switched Line basic serving arrangement 

Note that this name has been changed slightly, and the descnpuon has k e n  mcd~fied so that I t  no longer d u d e s  packet, compared 
to the infomuon published in the May 24, 1989 BOC ONA Special Report #5 and December 29. 1989 BSA Mavlr Supplemmt 
documents For information on the packet versmn of this selvlce, see the selvice called ‘Reverse Charge Acceptance - Packet” in the 
packet services secuon of this document 

UPDATED 7/31/03 



Selective Call Forwarding (1084) 

Generic N m  of ONA Service 

I 

Selective Call Forwarding (CLASSSM) allows the subscriber to specify a list of telephone numbers that wl l  be forwarded 
to a remote station When a call is received from one of the numbers on the list, the call will automatically be forwarded 
to the designated station When a call is received from a number that is not on the list, the call will be terminated to the 
called party's line. 

BSE or C N S  Product N m e  

BA - Select Forward CNS 

BS - Prefemd Call Forwardlag CNS 

PB - Select Call Forwarding CNS or BSE 

SWB - Selective Call Forwarding CNS 

Qwest - Selective Call Forwarding CNS 

The customer must contact the telephone company to initiate Selective Call Forwarding service. A service order is 
required. The customer initfates control of the Selective Call Forwarding screening list contents as well as acuvatlon and 
deacuvation of the service by dialing access codes as described below. Once the appropnate translations have k e n  made 
to the customer's line the customer may activate, deactivate andlor use the service as follows (Note: Pnor to the 1A ESS 
1AE10.2 generic, it was necessary for the 1A ESS Selective Call Forwarding customers to also subscnbe to Call 
Forwarding Variable in order to activate the service.) 

1 1A ESS (Genenc IAElO 02 and later), To activate the Selective Call Forwarding service, the customer must go 
off-hook and dial '63 (1 163 for rotary dial) The customer wll then receive an announcement providing the 
following information 

- The name of the service 

- The telephone number the calls will be forwarded to. 

- The service is now active. 

- The number of entries on the list 

- The instructions for creating/adding to the list; removing subscriber's entries from the list; reviewng the list 

To deactivate the service, the customer must go off-hook and dial *83 (1 183 for rotary dial). The customer 
wll then receive an announcement providing the following information: 

- The name of the service. 

- The service IS now off. 

- The number of entries on the list. 

SM CLASS IS a SCWICC m k  of Telcordia Technologies. hc (formerly Bellcore1 
UPDATED 7/3 1/03 
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Switch Type 

Earliest Genenc Release 

- The instructions for removing any subscriber list entry; removing all subscriber entered numbers. 

2 SESS and DMS-100: To acuvate or deactivate the Selective Call Forwarding service, the customer must go off. 
hook and dial either *63 or *83 (1  163 or 1183 for rotary dial). Once either access code has been successfully 
entered, the customer should receive an announcement providing the following information: 

- The name of the service 

- The telephone number the calls will be forwarded to. 

- The status of the service (active or inactive) 

- The number of entries on the list 

1A ESS JESS DMS-100 

lAElO* 5E6 BCS3 1 ** 

- The instructions for creatingladding to the list, removing, reviewing the list, changing of service status (active to 
inactwe, inactive to active) 

TECHNOLOGICAL AND FEATURE INTERACTION CONSIDERATIONS: 

SM CLASS IS a service mark of Telcordia Technologus. Inc (formerly Bellcore) 
UPDATED 7/3 1/03 



6 References 

- GR-217 LSSGR CLASSSM Feature. Selective Call Forwarding, FSD 01-02-1410 (A Module of LSSGR, FR- 
64), Issue 2, April 2002 (replaces TR-TSY-000217 Issue 2 &Revision 1 &Bulletin 2 & GR-217 Issue 1). 

* GR-220 LSSGR CLASSSM Feature Screening List Editing, FSD 30-28-oooO (A Module of LSSGR, FR-M), 
Issue 2, April 2002 (replaces TR-NWT-000220 Issue 3 & GR-220 Issue 1) 

This service, if offered as a BSE, IS associated with the Circuit Switched Line basic serving arrangement 

SM CLASS IS a service mark of Telcordla Technologes. Inc (formerly Bellcore) 
UPDATED 7/31/03 



Selective Call Rejection (1085) 

Generic Name of ONA Service 

Selectwe Call Rejection (CLASSISM provides the subscriber with the ability to block incoming calls from a pre-specified 
list of directory numbers The subscriber to this feature builds a list of telephone numbers that they want automancally 
blocked. The pre-selected (blocked) directory numbers are routed to a standard central office announcement instead of 
the dialed number Subscribers can also place the number of the last incoming call on their list, wthout having to know 
the telephone number, by dialing a special command code However, this must be done PRIOR to receiving another call. 

Product Name 

Selectwe Call Rejecnon AM -Call Screening 

BA - Call Block 

BS - Call Block 

PB -Call Block 

SWB -Call BlockerSM 

Qwest - Call Rejecoon 

BSE or CNS 

CNS 

CNS 

CNS 

CNS or BSE 

CNS 

CNS 

FEATURE OPERATION 

The customer must contact the local telephone company to initiate Selective Call Rejection service. A service order is 
required The customer initiates control of the Selective Call Rejection screening list contents as well as actwatton and 
deactlvabon of the service by dialing access codes as described below Once the appropriate translations have been made 
to the customer's line the customer may activate, deactivate and/or use the service as follows. 

1 1A ESS To activate the Selective Call Rejection service, the customer must go off-hook and dial *60 ( I  160 foi 
rotary dial) The customer will then receive an announcement providing the followng infomation. 

- The name of the service. 

- The service is now active. 

- The number of entries on the list. 

- The instructions for adding the last incoming number to the list, adding known numbers to the list; removing 
subscnber enmes from the list, reviewing the list 

To deactivate the service, the customer must go off-hook and dial '80 (1  180 for rotary dial). The customer 
mll then receive an announcement providing the following information: 

- The name of the service. 

- The service is now off. 

SM CLASS LS a service mark of Telcordla Technologies, Inc (formerly Bellcore) 
SM Call Blocker IS a semce mark of Southwestem Bell Telephone 

UPDATED 713 1/03 
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Switch Type 1A ESS 

Earliest Genenc Release IAElO* 

- The number of entnes on the list. 

- The instructions for removing any subscriber list entry, removing all subscriber entered numbers 

5ESS DMS-100 

5E6 BCS31** 

2 5ESS and DMS-IO0 To activate or deactivate the Selective Call Rejection service, the customer must go off-hook 
and dial either *60 or *SO ( I  160 or 1180 for rotary dial). Once either access code has been successfully entered, the 
customer should receive an announcement providing the following information. 

- The name of the service. 

- The status of the service (active or inactive) 

- The number of entries on the list. 

- The instructions for adding the last incoming number to the list, adding removing, reviewing the list, changing of 
service status (active to inactive, inactive to active). 

TECHNOLOGICAL AND FEATURE INTERACTION CONSIDERATIONS 

SM CLASS IS a s e ~ c t  mark of Telcordia Technolones. Inc (formerly Bellcore) 
UPDATED 713 1/03 



6 References, 

- GR-218 LSSGR. CLASSSM Feature: Selective Call Rejection, FSD 01-02-0760 (A Module of LSSGR, FR-64), 
Issue 2, April 2002 (replaces T€-TSY-000218 Issue 2 &Revision 1 &Bulletin 2 & GR-218 Issue 1) 

- GR-220 LSSGR CLASSSM Feature Screening List Editing, FSD 30-28-oooO (A Module of LSSGR, FR-64), 
Issue 2, April 2002 (replaces TR-NWT-000220 Issue 3 & GR-220 Issue 1) 

This service, if offered as a BSE, is associated with the Circuit Switched Line basic serving arrangement. 

SM CLASS IS a senwe mark of Telcordia Technologies. hc (formerly Bellcore) 
UPDATED 7/31/03 



Shared Speed Calling (1086) 

~~~ 

Generic Name of ONA Semce 

Shared Speed Calling 

Shared Speed Calling will perrmt an ESP’s clients to access a speed calling list and to call an ESP by dialing only one (or 
two) digit@) instead of seven or ten digits The ESP controls the speed calling list and determines which telephone 
numbers that the clients will be able to access via shared speed calling as well as the abbreviated code assigned to each 
number. The ESP must order the service from the BOC before an ESP client can have access to the shared speed calling 
list This is due to a technological requirement of the service design that requires that each ESP’s client’s line be 
associated in the switch software with the ESP-established list 

This service differs from Speed Calling in that it allows multiple customers (ESP clients) to easily and conveniently 
access their ESPs without the need for each ESP client to individually subscnbe to Speed Calling on their line. Speed 
Calling is unique to individual customer lines and the telephone numbers associated w t h  each abbreviated code on the 
list are determined by the individual subscriber to the service As with Speed Calling, Shared Speed Calling is avadable 
using either one or two digit abbreviated codes. One digit allows one to eight abbreviated codes while two digit allows 
one to thirty abbreviated codes 

Product Name BSE or CNS 

BA - Shared Speed Calling 

PB - Network Speed Calling 

Qwest - Abbreviated AccesdActivation (1 or 2 Digit) 

CNS 

CNS 

CNS 

FEATURE OPERATION 

1 To call any of the directory numbers assigned to a Shared Speed Call list the ESP or their clients perform the 
following operations: 

a. Listen for dial tone 

b. Dial the one or two digit Shared Speed Call code assigned to the desired directory number or destination. After 
a four-second pause, the call is processed. (Callers from touchtone telephones can avoid the four-second pause 
by dialing # after the Speed Call code.) 

2 To change any numbers or to add a number to the Shared Speed Call list, the followmg operatlons are performed by 
the ESP from their line. 

1. Listen for dial tone 

2. Dial the applicable Shared Speed Call change code (typically three or four digtts). 

3. After receipt of second dial tone, dial the Shared Speed Call code that IS changing or being added and then dial 
the new directory number associated with the Shared Speed Call code. (If a fast busy tone is encountered the 
action must be repeated because the change did not occur.) 

UPDATED 713 1/03 
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Switch Type 

Earliest Generic Release 

TECHNOLOGICAL AND FEATURE INTERACTION CONSIDERATIONS: 

1 Only the ESP can control (I e., change or add to) the list. The ESP must have an access line in the Central Office 
switch where the Shared Speed Call list is established. All clients must be in this same Central Office switch. 

2. This feature is available to POTS subscribers in the followng central office switches: 

1A ESS 5ESS 

lAE8A 5E2(2) 

3 The capability may be limited to certain POTS classes of service. It is generally avalable to Centrex subscribers in 
all types of Central office switches offering Centrex service 

The maximum number of digits in the telephone number assigned to the Shared Speed Cdll code is 15 in the 1A 
ESS and 32 in the 5ESS. 

Multiline subscribers can have Shared Speed Calling on each line if desired. 

Shared Speed Calling can be used in conjunction with Three-way Calling or Three-way Call Transfer if the 
subscriber wishes to add to an established call someone who is on their Shared Speed Call list. 

Subscnbers with Shared Speed Calling (one-digit) can also have Speed Calling (two-digit) or Speed Calling (thlrty 
number) on the same line. Subscribers wth Shared Speed Calling (two-digit) can also have Shared Speed Calling 
(one-digit) or Speed Calling (eight number) on the same line. 

4 

5 

6 

7 

8 References: 

GR-570 LSSGR Speed Calling, FSD 01-02-1 101 (A Module of LSSGR, FR-61). Issue 1, June 
2000, see “Shared Speed Calling” (replaces TR-TSY-000570 Issue 1 -no technical changes) 

UPDAED 7/3 1/03 



Single Number Access For Multiple Locations (1098) 

Generic Name of ONA Service 

Single Number Access for Muluple Locations 

Single Number Access for Multiple Locations allows subscnbers with mulhple locahons to advertise a single 7-digit 
telephone number LATAwide. Calls to the subscriber's number are routed to the most appropnate location based on 
subscnber-selected parameters, such as originating geographic location, time-of-day, day-of-week, or percent dismbution 
of calls. 

~ ~~~~ 

Product Name BSE or CNS 

BS - ZipCONNECT (Area CNS 
Number Calling) * 

Switch Type 

Earliest Generic Release 

Subscribers desinng the Single Number Access for Multiple Locations service must contact the telephone company to 
have the service established. They are assigned a 7-digit number in an NXX code dedicated for this service Calls 
originating to the dedicated NXX are recognized as requinng special handling. AIN Release 0 offices send a query to the 
service control point (SCP) which determines the "real" (local telephone network number) terminating number based on 
the number dialed and the parameters selected by the subscriber. This information is transmitted back to the querying 
office, which uses the "real" temunating number to route the call. If the call onginates in an office that IS not AIN 
Release 0 capable but is SS7 capable, then the call, including the calling number, is routed to an office that can perform 
the SCP query and route the call If the originating office is neither AlN Release 0 nor SS7 capable, it is routed to an 
AIN capable office without the calling number and treated as agreed upon by the telephone company and the subscriber 

TECHNOLOGICAL AND FEATURE INTERACTION CONSIDERATIONS: 

1A ESS SESS DMS-100 

See Note 5E8 BCS35 

* Scrvicc IS only awlable 10 cxtsong BcllSou~h subrcnbur This offcnng uill be rcmovcd In flonda by July 2003. md urll be 
mandfalhcrcd m Ihc other 8 rmtcd The FCC has b x n  nqucstcd ,in 2002) to approve disconunuance of Ihir VNCC Once all -- 
customers art removed and upon FCC approval. all tanffs~will be deleted as appmpnate 

UPDATED 7/31/03 



5 

6 

7 

Time-of-Day routing is based on the time the originating call IS made. 

Day-of-Week routing is based on which day of the week the calls are made, 

Percent distnbution routing allows the subscriber to distnbute the call volumes going to each location, i e., 20% 
to Location A, 30% to Location B, etc 

Default treatment will be specified for calls not mapped to a particular location, such as out of area calls, and 
calls without calling line identification delivered with the call 

8. 

9 Reference Not available 

UPDATED 7/31/03 
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Generic Name of ONA Service 

Speed Calling 

Speed Calling (1087) 

Speed Calling (eight number) allows a subscriber to establish a connection to certain directory numbers by dialing one 
digit instead of seven to ten digits The service bas a hmlt of eight speed calling access codes (each single digit code IS 

associated with a telephone number). 

Speed Calling (thirty number) allows a subscriber to establish a connectlon to certain directory numbers by dialing two 
digits instead of seven to ten digits The service has a limit of 30 speed calling access codes (each two digit code is 
associated wth a telephone number) 

The telephone numbers associated with access codes of a speed call list are detemuned by the client. The client has the 
ability to add or change the telephone numbers assigned to such codes through use of the client's station. 

Product Name 

Ah4 - Speed Calling 

BA - Speed Calling 

BS - Speed Calling 

NX - Speed Calling 

PB - Speed Calling (8 & 30 Number) 

SWB - Speed Calling 

Qwest - Speed Calling (8 Number) 

Qwest - Speed Calling (30 Number) 

BSE or CNS 

CNS 

CNS 

CNS 

CNS 

CNS 

CNS 

CNS 

CNS 

FEATURE OPERATION 

1 To call any of the directory numbers assigned to a Speed Call list, the subscriber performs the followng operations 

1. Listen for dial tone. 

2. Dial the one or two-digit Speed Call code assigned to the desired directory number. After a four-second pause, 
the call is processed. (Callers from touchtone telephones can avoid the four-second pause by dialing # after the 
Speed Call code.) 

2. To change any numbers or to add a number to the Speed Call list, the followng operauoiis are performed from the 
subscnber's line 

a. Listen for dial tone 

b Dial the applicable Speed Call change code (typically three or four digits). 

After receipt of second dial tone, dial the Speed Call code that is changing or k i n g  added and then dial the new 
directory number associated with the Speed Call code (If a fast busy tone is encountered the actlon must be 
repeated because the change did not occur.) 

c 

UPDATED 7/31/03 
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Switch Type 

Earliest Generic Release 

TECHNOLOGICAL AND FEATURE INTERACTION CONSIDERATIONS: 

1 This feature is available in the following central office swtches: 

1A ESS 5ESS DMS-100 

lAE8A 5E2(2) BCS17 

2 The maximum number of digits in the telephone number assigned to the Speed Call code is 15 in the 1A ESS, 32 in 
the 5ESS and 15 In the DMS-100 

3. Multiline subscribers can have Speed Calling on each line if desired 

4 Speed Calling can be used in conjunction with Three-way Calling or Three-way Call Transfer if the subscriber 
wishes to add to an established call someone who is on their Speed Call list 

Subscribers with Speed Calling (eight-number) can also have Speed Calling (thirty-number) Shared Speed Calling 
(two-digit) on the same line. Subscribers with Speed Calling (thirty-number) can also have Speed Calling (eight- 
number) Shared Speed Calling (one-digit) on the same line 

5 

6 References. 

- GR-570 LSSGR Speed Calling, FSD 01-02-1 101 (A Module of LSSGR, FF&64), Issue 1, June 2000 (replaces 
TR-TSY-000570 Issue 1 -no technical changes) 

This service, If offered as a BSE, is associated with the Circuit Swtched Line basic serving arrangement 

UPDATED 7/31/03 
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Generic Name of ONA Service 

Tandem Rouung 

Tandem Routing (1088) 

Product Name 

A M  -Tandem Rouung 

BA - Tandem Rouirng 

BS - Custom Service Arw 

NX - Tandem Rouung 

PB - Tandem Rouung 

Qwest -Tandem Rouung 

Tandem Routing provides for access by ESPs to the exchange network with trunk and/or line interfaces through tandem 
switches. This allows ESPs to interconnect with the network at a single point and be accessed by customers in a selected 
group of end offices, all of which subtend that tandem In some jurisdicuons, at the opuon of the ESP, calls from a 
particular end office may be blocked or forwarded to the ESP, allowing the ESP to create a custom services area from the 
LATA sector served by the tandem 

Earliest Generic Release 1 AE8A 5E2(2) BCS19 I 

BSE or CNS 

* 
BSA 

BSE 

BSE 

BSA * 
BSA * 

BSA * 

FEATURE OPERATION 

Tandem translations supply data for routing calls over tandem trunks. Tandem trunks that are inconung from a tandem 
office or central office cannot terminate at a line or tone circuit in a local office, with the exception of a connection to 
reorder tone when all outgoing trunks are busy or a network blockage occurs Instead, these trunks are swtched to 
tandem compleung trunks that are outgoing to a local office. 

TECHNOLOGICAL AND FEATURE INTERACTION CONSIDERATIONS: 

1 This feature is available in the following central office switches. 

I Switch Type 
I 

.. 
I , I I 

2 All three switch types require specific generlc software to configure the swtch for tan 
of this is the Northern Telecom NTX386AA feature package, used in the DMS 100/200 to configure thls swttch for 
Access Tandem capabillties. This feature package enables access tandem translations and screening, trunlung, 
treatments, and billing as well as various software support features. Because all offices do not contain the necessary 
feature packages for tandem trunking, the local exchange company must be contacted for specific geographic 
locations of the switches with this capability 

m operation. An example 

3. In some regional companies, this service may be limited to trunk side access services utilizing Feature Groups B 
and D protocol, or Feature Group D protocol only. 

For Amentech, NYNEX. Pacific Bell and Qwest. this IS met by an dtemauve of the Cnrcult Swtched Tmnk BSA 
UPDATED 7/3 1/03 



4 References 

* GR-540 LSSGR Tandem Supplement (A Module of LSSGR, FR-64), Issue 2, March 1999 (Replaces TR-TSY- 
000540, Issue 2) 

This service, if offered as a BSE, is associated with the Circuit Switched Trunk basic serving arrangement. 

UPDATED 713 1/03 
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- 
Generic Name of ONA Service Product Name BSE or CNS 

Three Way Call Transfer AM - Three Way Call Transfer 

BA - Three-way Call Transfer 

BS - User Transfer 

NX - Call Transfer BSE 

PB - Call Transfer BSE 

Qwest - Call Transfer BSE 

BSE 

BSE 

BSE or CNS 

Earliest Generic Release 

FEATURE OPERATION. 

1 To transfer an established call Advise first party, then depress the receiver button (recall dial tone is heard), dial 
number of the third party (hear ringing); announce the call, depress the receiver button to add on the first party, then 
hang UP 

TECHNOLOGICAL AND FEATURE INTERACTION CONSIDERATIONS: 

1. This feature is available in the following central office switches 

IAESA* 5E5* BCS29 I 
1 Switch Type I 1AESS I 5ESS I DMS-100 I 

* Note that on the 1A ESS and SESS, this is made available by placing customers in a Centrex Common Block. 

2 An additional option for the ESP with Centrex is to allow calls to be transferred outside of the Centrex environment 
This optional feature is known as DIDDOD Transfer 

3 Call Forwarding Variable is compatible wth Three Way Call Transfer service. 

4. Call Hold and Three Way Call Transfer can be assigned to the same line. 

5 Call Pickup and Three Way Call Transfer can be assigned to the same line. 

6 Speed Calling and Three Way Call Transfer can be assigned to the same line. 

7 Three Way Call Transfer may he assigned to either or both parties on a Two-party Line. 

UPDATED 713 1/03 
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8. Three Way Call Transfer may not be provided on the following lines 

- CoinLines 

Denied Originating Lines 

Four and Eight Party Lines 

* PBXLines 

- HoteYMotel Calls Routed to TSPS 

9 References. 

- GR-579 LSSGR Add-on Transfer and Conference Calling Features, FSD 01-02-1305 (A Module of LSSGR, 
FR-64), Issue 1, June 2000 (replaces TR-TSY-000579 Issue 1 -no technical changes). 

This service, if offered as a BSE, is associated with the Circuit Swtched Line basic serving arrangement. 

UPDATELl7/31/03 
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Generic Name of ONA Service 

Uniform 7 Digit Access Number - Remote Call Forwarding 

Product Name BSE or CNS 

BA - One Number Service BSE 

FEATURE OPERATION 

Switch Type 1A EsS 5Ess 

Earliest Genenc Release lAE8A 5E2(2) 

DMS-100 

BCS19 

2 To establish this capability and to change an established arrangement for this capability requires a service order 

3. Subscribers desiring the Custom Routing option must specify the central office swtches they wish to serve. Calls 
originating in an area that has not been designated as part of a Custom Routing area will receive a vacant code 
announcement. 

UPDATED 7/3 1/03 



4. References: 

* Reference for Remote Call Forwarding GR-581 LSSGR: Remote Call Forwarding, FSD 01-02-1402 (A Module 
of LSSGR, FR-W), Issue I ,  June 2000 (replaces TR-TSY-000581 Issue 1 - no technical changes) 

This service, if offered as a BSE, is associated with the Circuit Switched Line basic serving arrangement. 

UPDATED 7/3 1/03 
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Generic Name of ONA Service 

Uniform 7 Digit Access Number via Overlay Networking (1091) 

Product Name BSE or  CNS 

This feature provides the ESP with a uniform 7 digit directory number for use (for example) across a LATA, state or 
regional company The clients will be able to dial one number from all locations wthin the specified area(s), and the 
calls will be routed to a specified ESP location within each LATA. Uniform Access Number is the ability of an ESP to 
use the same 7 digit telephone number in multiple service areas, possibly region-mde All numbers used in Uniform 
Access Number will come from an NXX (or NXXs) especially designated for ESP use. 

i 

Uniform 7 Digit Access Number via 
Overlay Networhng 

BS - Uniform Access Numbers for Business Lines BSE 

FEATURE OPERATION 

The feature is supported by trunking architecture that could include direct and tandem swtchlng center routing to the 
called ESP Future routing plans will include Common Channel Signaling (SS7) technology. 

TECHNOLOGICAL. AND FEATURE INTERACTION CONSIDERATIONS 

1 No specific vendor software or features are required. Specific telephone company architecture, capabiliues and 
operauon could vary 

2. References 

* No requirements reference available 

This service, if offered as a BSE, is associated with the Circuit Switched Line basic serving arrangement. 
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Warm Line (1092) 

Product Name 

AM - Easy Call 

BA - Warm Line 

BS -Warm Line 

NX - Warm Line 

PB - Warm Line 

SWB - Warm Line 

Qwest - Warm Line 

The warm line capability is a Central Office switch based automatic dialing feature 

If an ESP's client with a warm line capability goes off-hook and commences dialing within the time delay penod, the call 
will proceed normally as dialed If dialing has not started before the end of the time delay period, a stored number is 
automaucally dialed. 

BSE or CNS 

CNS 

CNS 

CNS 

BSE or CNS 

CNS 

CNS 

CNS 

I Generic Name of ONA Service 

FEATURE OPERATION 

1. A subscnber of this service, upon going off-hook to initiate an outgoing call has the option to either: 

a Dial the call in the normal manner or 

b. W a t  for the prespecified ume delay period and have the call automaucally dialed to a single predetemuned 
number or 

c. If calling from a touchtone phone, dial the # to  immediately activate the automatic dialing 

2 The service, including the time delay interval and the predetemuned number, is initially acuvated via a service order 
with the telephone company. 

3. Subsequent changes to the time delay interval may only be made via a telephone company servlce order. Changes 
to the predetemuned number may be made via a telephone company service order or, as an option, be made from 
the subscnber's line in the following manner. 

a. Listen for dial tone 

b. Dial a telephone company assigned update code and receive second dlal tone after a four second pause 
(subscribers wth touchtone lines can avoid this pause by dialing # after the update code) 

c. Dial the new number After a short time-out penod, the new number will be active. 
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If the above-described option is available, the service can be deactivated by followng the same procedure but 
not dialing in a new number To reactivate the service, the subscnber would again follow the above-descnbed 
procedure and must re-enter the predetermined number. 

TECHNOLOGICAL AND FEATURE INTERACTION CONSIDERATIONS: 

1 This feature is available in the following central office switches 

DMS-100 

2 The predetermined telephone number can be any number normally dialable from the subscriber's line. 

3. The hme delay period is specified on a per line basis and can range from 0 to 20 seconds (a usual value would be 4 
or 5 seconds). 

4 Incoming calls are unaffected by this service 

5 A line wth this service cannot have Hot Line service 

6. Warm Line can be used in conjunctlon with Three Way Calling or Three Way Call Transfer if the subscriber wishes 
to add the predetermined number to an established call 

7 No LSSGR reference available. 

This service, if offered as a BSE, is associated with the Circuit Switched Line basic serving arrangement 
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